DIMENSIONS

<+ ACCESSORIES

MILLIMETERS(INCHES)

B Ordering Code

HKT/GCT/ST/NST Series-Needle Valves Max.working pressure 414 bar

5 size from 1/4", 3/8", 1/2". 3/4" and 1" & >
Needle valves control flow or shut-off flow
Locking screw provides positioning stability

SYMBOL

2090: NPT

HIGH PRESSURE NEEDLE VALVES
HKT Series All stainless SS316414 bar (6000 psi)

A: In-line Type Needle Valve,
Threaded Connection

B: Angle Type Needle Valve,
Threaded Connection

20: PT(Rc)
2080: PF(G)

Port Size
02: 1/4"
03: 3/8"
04: 1/2"
06: 3/4"
08: 1"

ST: Forged Steel
NST: Carbon Steel
GCT: Carbon Steel
NU: Bronze

HKT: SS316 Stainless
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Max working temp: 200° C (392" F)
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B Ratings
Max .
Weight |Fully Open
Pressure
bar kg(lb) mm

. 3 97 49 | 25

ER N | 2 210 (66) | (381) | (1.92)| (98)
. 3 97 49 | 25

STOS-A | 378" | 21 20 (66) | (381) | (1.92)| (98)
. 64 125 64 | 32

STO4-A | 172" | 30 | 210 | 142y | (a92) | (251)] (1.25)
) 34 m 2 | 24

ST02B | 14" | 2 210 9 | @sn | (es| (on
. 34 11 2 | 24

EEEE 35 | 21 210 (75) | @37) | (1.65)| (94)
y 28 97 51 | 22

0 250 62) | (381) | (00)| (86)
; 28 97 51 | 22

NSTO3-A | 38" | 21 250 62 | @on | @on| (26)
: 32 122 37 | 22

NSTO2:8  1/4" | 2 250 (71) | “80) | (1.45)| (86)
. 32 122 37 | 22

NSTO3-B | 3/8" | 21 250 T | done WD (oe)
GCT02-A 1/4" 2 350 .28 97 51 22
HKTO02-A 420 (62) | (381) |(200)| (86)
GCTO3-A | g0 | 21 350 28 97 51 | 22
HKTO3-A 420 (62) | (381) | (2.00)| (86)
GCTO4A | 10 | 30 | 350 7 108 6 | 32

HKTO4-A 420 | (155) | @425) | (255) | (1.25)
GCTO6A | s | 100 | 350 .10 128 80 | 38

HKTO06-A 420 | 244) | (5.03) | (3.14)| (1.49)
GCTOBA | v | 300 | 350 23 141 9% | 51

HKTO8-A 20 | (510) | (555) | (3.74)| (2.00)
. 32 122 37 | 22

GCT028 | 14" | 2 350 (71) | “80) | (1.45) | (86)
; 32 122 37 | 22

GCTO3-B | 3/8" | 21 350 (71 | @s0) | (145)| (s6)
p KX 45 2 | 21

A /4" | 05 | 210 (24) | (177 | (125)| (82)
16 45 30 | 23

D /e | 1 210 35) | 77 | (1.18)| (90)
- 2 50 3B | 27

e 7| 2 210 (44) | (1.96) | (1.37)| (1.06)
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